
                      Landcruiser/Prado 250 rear driver/ passenger  
             Ladder  Installation (Aluminum) 

 
Unwrap all packaging and read the directions before you begin. Clean & dry all surfaces on your 
vehicle that the 3mm tape will come in contact with. 

 
Step 1: Start by installing the mid (window) bracket. 
 Open the back window. Remove the section of rubber window sealing in 
the bottom right for the passenger Or bottom left for the driver. 
 Pre-fit  the bracket before sticking it down. It should be installed close to  
the plastic window trim as shown in photo 1. If you are installing the 
passenger side ladder your bracket will mirror photo1, on the back right 
side of your vehicle. 

 
Next, remove the 3mm backing. Then, starting with the top of the bracket, hook it over the 
opening , ( it is recommended that you use a rubber mallet to tap the top to ensure it is hooked 
well ) then  stick the bracket to the vehicle using pressure. Again, make sure it’s installed as 
shown in photo 1. Last, replace the rubber window seal back over the bracket. 
 
          Step 2: Attaching the ladder to the mid (window) bracket. 
        Attach the ladder by hooking it into the slots on the bracket. The Ladder               
        Should feel secure. 
 
 
    
            

Step 3 Securing the bottom of the ladder 
First, open the rear door and install the bottom bracket over the bottom  
lip of the  bottom door  using  the attached hardware as shown in photo 
3. It is typical for the bottom of the ladder to sit 1/4 high +- from the 
bottom of the door, until you suck it down and completely secure the 
bracket. Screw in the  ladder screws until they are snug but not fully 
tightened                                                                                                        
Then, fully tighten the bracket screws. Last ,fully tighten the ladder 
screws. 
 

 
Added protection:Over time the bottom screws in your ladder may start to loosen. Some customers prefer 
to purchase clear protective/anti scratch film to add under the bottom of the ladder to ensure metal won’t 
come in contact with your vehicle and scratch the coating. You can find this on amazon. 
 

Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 
to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 
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