
 
 
 
           4-Runner Rear Ladder Installation  
                    5th Gen ALUMINUM 
 
 
Start by reading through all directions carefully. Incorrect installation can cause 
damage to your vehicle. If preferred you can add a clean vehicle protectant on the 
bottom edge where bottom bracket and ladder will be installed)  Next, Clean the 
area where the top bracket will be installed. With rear hatch door shut, place and 
stick the top bracket 3” away from the inner spoiler. Make sure to align the back 
edge of brackets with spoiler as shown in photo 1. Ensure that the bracket is fully 
hooked and stuck down before attempting to attach the ladder. 
 
 
 
 
Place the ladder onto the upper bracket, in the provided slots (under the top of the 
ladder). It should lock into place/lock in, as shown in photo 2. 
 
 
 
 
 
 
 
 
 

 
 
With rear door open, align bottom of the ladder parallel to the bottom of the rear hatch 
door. Attach the bottom bracket with provided screws to the base of the ladder (over 
the lip of the bottom of the hatch door as shown in photo 3) 
(NOTE: The bottom of the ladder might be a bit high but this is normal until you have 
fully secured the bottom bracket.) 
 Start screwing in the ladder screws until they are slightly snug but not fully tightened. 
Then fully tighten the bracket screws. Last, fully tighten the ladder screws. 
 
 

 
 
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages to vehicle that 
may occur while installing, nor for any physical injuries sustained during installation or use of product. 
 


