
 2019-2023 Toyota RAV-4 Roof Rack Installation  
                                         Instructions  
  
  Included Parts  

                 Hardware for the following items:                                                         
​ ​  
-Roof Brackets(40PCS)  -Crossbars(72 PCS)  -Wind deflector(12 
PCS)  - Siderails (36 PCS) -Rear Support brackets (16PCS) 
- Lightbar  (lightbar fairing option only) (16PCS)  
  

  
       Brackets:                                           

4 PCS labeled with corresponding location: (PF)- Passenger front, 
(PR)-Passenger rear, (DF)-Driver front, (DR)-Driver rear  
 
 
2 REAR SUPPORT BRACKETS (D) Driver and (P) Passenger 

 
*lightbar wind fairing will come with 2 additional brackets (not 
pictured ) 
                                

     ​             Roof Rack Pieces:  
  

 1 wind fairing                                                           
​                 ​  
  
  2 side rails ​  
                                                                       ​ ​  

       
    ​ 6 crossbars  
                                    
Supplies (not included) 
  

●​ Waterproof Clear Caulking  
●​ Set of allen wrenches  
●​ Pen or sharpie  (if needed to remove gutter trim) 
●​ Utility knife and wire cutters (if needed to remove gutter trim) 



●​  PLEASE NOTE! Pictures used in these instructions may vary in vehicle model, 
but install is still the same! BE SURE TO FULLY READ THE DIRECTIONS FIRST .  

 
  

 
Before getting started with install, you’ll need to 
remove (drop) your interior headliner and remove 
the stock roof rack.  The process is actually fairly 
simple. We recommend watching a few how-to 
videos on youtube. Just search “Rav-4 remove stock 
roof rails” or “Rav-4 drop headliner” and watch a few 
of the videos to learn how to do this part. There are 
several that demonstrate how to do this.  
 
 

        Installing your NASHFABCO roof rack: 
 
 

The first step is to locate the 2 brackets for one side 
of your vehicle (passenger or driver), hardware bag 
labeled “roof brackets”, and your waterproof 
caulking.   
 
 

 
 
 Next, remove 4 nylon spacers from the hardware bag.  
(Please note, If any black trim is present in the gutter it will 
need to be cut out  to allow roof bracket installation) Next, 
you will be adding waterproof caulking around each hole.  
Then you will press nylon spacers firmly down and 
centered over each hole as shown in the photo below. You 
will do this for every hole to keep water out of your cabin.   
 
 

____________________________________________________________________________________ 
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 
to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 



 
 
Add waterproof caulking to the TOP of each nylon spacer as 
shown in the following photo.  
 
  
 
 
 
 
 
 
 Now, you will Install the front and middle roof brackets on 
top of the nylon spacers in the corresponding spot ( front 
bracket in front of vehicle, rear bracket in the mid-rear 
area) using 1 small washer and 1 m6 screw per hole.   
  
  

  
  
After that, remove 4 nuts and 4 large washers from 
the hardware bag. Then you will be applying the nut 
and washer to the inside of the interior/underside 
of the roof to secure the m6 screws, as shown in the 
photo. At this time leave these snug but not fully 
tightened. (allowing movement for slight 

adjustment…you will fully tighten these later).  
  
Take the corresponding side-rail and slide it into 
the front and rear brackets that you just installed 
on the roof. The brackets will slide into the 
side-rail slots.  
 All of the brackets should now align with the 
side-rail holes.  
 

___________________________________________________________________________________
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 
to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 



Then, using your hardware bag labeled “side rails”, you can attach the side rail to 
the front, and rear brackets, using 1 washer, 1 lock washer and 1 screw per hole as 
shown below. 

  
  
  
 
 
 
 
 
 

Once you have installed one side rail for one side of your vehicle, you will go back 
to the first steps and repeat this process for the other side of your vehicle.   

  
After both side rails have been installed, locate the wind 
fairing and hardware bag labeled “wind fairing”. Slide 
wind fairing in behind both front corners of the side rails 
as shown in the photo. Line up the holes of the wind 
fairing and side rails and attach using 1 screw, 1 washer 
and 1 lock washer per hole. Leave screws loose for now. 
You will tighten after crossbars are installed.  
 
  
 
LIGHT BAR WINDFAIRING ONLY (lightbar not included)  
   
 If installing a light bar, find the hardware bag labeled  
“light bar” and the two light bar brackets.  Add t- slot nuts 
into the narrow side of one crossbar. Then adjust brackets 
to fit the light bar of your choosing (add 1 screw and 2 
washers into t- slot nuts). Tighten and adjust the light bar 
to the desired location.   

 
 

___________________________________________________________________________________
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 
to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 



 
 
Installing the crossbars 

(If you installed lightbar brackets in the step above, please note -that crossbar will 
be installed in the position furthest to the front of your vehicle).Locate the 
hardware bag labeled “crossbars” and have the other 5 crossbars ready 
 
(If you did NOT have a lightbar option, locate all 6 crossbars.) 
 
 For either option, carefully drop all  crossbars in between side-rails, aligning them 
with side-rail slots, as shown in the photo.  
 
Before adding hardware and securing the crossbars to the side rails, There is one 
important step you must take to save time later: 

 
1.Find the 4 t-slot nuts in the bag labeled “ support 
brackets”)  
2. Slide in 4 t-slot nuts TO THE CROSSBAR LOCATED 
FURTHEST TO THE REAR (2 will slide in on the 
passenger side and 2  on the drivers side. They should 
be inserted on the narrow sides of the crossbar. One 
should be facing towards the back of the vehicle and 
one towards the front of the vehicle as shown in the 
photo. ( In a later step you will need these attached 

to this crossbar to install the last support bracket!)  
 
Once the t-slot nuts are in the rear crossbar you can finish 
installing all the crossbars. Simply add hardware from the bag 
labeled “crossbars” ( 1 screw, lock washer and washer per 
hole) and tighten as shown in the photo.   
  
 
 
 

 
___________________________________________________________________________________
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 
to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 



 
Now you will be installing the rear support brackets. To do 
this you will slide the bracket under the rear crossbar and 
into the gutter as shown in the photo.  Find the bag 
labeled” Rear support brackets” and attach the bracket to 
the crossbar using 1 screw, 1 lockwasher and one flat 
washer per hole .Be sure that that the bracket being 
installed on the passenger side (P)  and that the bracket 
being installed on the driver side  (D) have both labels (D) 
and (P)  facing the rear of the vehicle. 

 
  
At this time go back and tighten all roof brackets and the wind- fairing. 
 Re-install the interior headliner. 
  
Installation should now be complete.  

  
 

Enjoy your new roof rack and go on an adventure!  
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
___________________________________________________________________________________
Notice of Disclaimer: NASHFABCO, including its owner and entities are not liable for any damages 



to vehicle that may occur while installing, nor for any physical injuries sustained during 
installation or use of product. 


