10-22’ 4Runner Roof Rack Installation Instructions

Included Parts

Hardware:

-Roof Brackets 32pcs  -Crossbars 96 pcs
-Wind deflector 12pcs - Siderails 36pcs

- Lightbar 16pcs (lightbar fairing option only)

Brackets:

6 Pcs labeled with corresponding location

(PF)- Passenger front, (PM)-Passenger middle, (PR)-
Passenger rear, (DF)-Driver front, (DM)-Driver middle, (DR)-
Driver rear.

*lightbar wind fairing will come with 2 additional brackets

3 Roof Rack:
e 2side rails
N e 1 wind fairing

i - e 8crossbars

Supplies (not included)
e Waterproof Clear Caulking
e Set of allen wrenches
e Pen or sharpie
e Utility knife and wire cutters

WARNING: NASHFABCO LLC, including its owner and entities are not liable for
any loss, damage, or injury directly or indirectly arising from the
installation or use or inability to determine proper install or use of the
product. Before install or use of this product, user shall assume all
responsibility and risk in connection there within.



- First, Locate the 3 brackets for one side (passenger or driver),
hardware bag labeled “roof brackets”, and your waterproof
caulking.

~ Ifyou have not yet removed your stock roof rack you
will do that now. Locate four M8 threaded holes on your
roof and 4 nylon spacers from the hardware bag. Next,
add waterproof caulking to one end of one nylon
spacer. Then you will press the spacer firmly down and
centered over one threaded hole. This is to keep water
out of your cabin.

Repeat this step for all 4 spacers along the side you are
working on.

Next, you will Install the rear and middle roof brackets on top

of the nylon spacers in the corresponding spot (rear one

closest to the back of the vehicle and mid one in center of
4 vehicle ) using 1 washer , 1 crush washer with the screw.

Crush washer

= | Afterwards, tighten down screws.
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Now, you will need to locate the front bracket (PF or DF) for
the side you are working on ,the corresponding side rail and
the hardware bag labeled “side rail”. Then, using one lock
washer, washer and screw per hole, you will attach the front
bracket to the front two holes of your siderail as shown in
the photo.

Next, take the siderail , with installed front bracket ,and
slide it into the rear and middle brackets that you
previously installed on the roof. The brackets will slide into
W the siderail slots. You will notice, however, that the front
= bracket is sitting on gutter trim. So, at this point you will
need to cut a small section of the gutter trim that sits
\ ; under the bracket, in order to properly install your
siderail. (see photo)
You can do this by marking the section under the
bracket that hinders the bracket from sitting in the
gutter. Then, pull the section of gutter trim away from
your vehicle to ensure you don’t scratch or damage
your vehicle. Using a utility knife and possibly wire
cutters (if needed) cut away this section. Then, replace
the rest of the gutter trim around your bracket. All of
the brackets should now align with the siderail holes.

Now you can attach side rails to middle
and rear brackets, using 1 washer, 1 lock
washer and 1 screw per hole.
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Once you have installed one side rail for one side, you will go back to the

beginning of the directions and repeat this process for the other side of your
vehicle. Then you will continue on to the following steps.

After both side rails have been installed, you will need
to find the wind fairing and hardware bag labeled
“wind fairing”. Slide wind fairing in behind both front
corners of side rails as shown in photo. Line up the

holes of the wind fairing and side rails and attach using
the provided screws and washers.

Now, locate all 8 crossbars and hardware bag labeled
“crossbars”. Then, drop all 8 crossbars in between

siderails, aligning them with siderail slots, as shown in
the photo.

Add hardware ( 1 washer, lock wash and screw per hole)
and tighten.
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LIGHT BAR WINDFAIRING ONLY ( lightbar not included)
If installing light bar, find hardware bag labeled
“light bar” and the last two brackets. Add t slot nuts
into small side of roof crossbar. Then put brackets to
fit light bar of your choosing (add screw into t slot
nuts. Tighten and adjust light bar to prefered
location. After this, installation should be complete.
Enjoy your new roof rack and go on an Adventure!
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