
 Lexus GX460 REAR 1/2 Ladder Installation
Unwrap all packaging. Read directions first. Clean & dry all surfaces on your vehicle that the 
3mm tape will come in contact with. 

There will be three parts to your ladder.  

Bottom 1/2 ladder              Mid- Bracket            Bottom Bracket
                 

Photo 1

 Step 1: Start by installing the mid (window) bracket. Open 
back window. Remove the section of  rubber window seal in bottom left 
section of the window. Pre-fit bracket so that bracket is aligned properly 
(rubber window stopper aligned with hole etc.) as shown in photo 1. Next, 
remove 3mm backing , then starting with the top, hook bracket and stick 
bracket to vehicle, using slight pressure. Last, replace rubber window seal 
back over the bracket. 

Photo 2

Step 2: Attaching bottom 1/2 of ladder to mid (window) bracket. 
 First, attach ladder by hooking it into the mid bracket  slots. Next, 
Open rear door and install bottom bracket over bottom of vehicle 
door , using attached hardware as shown in photo 2. It is typical of 
ladder to sit 1/4 high +- from bottom of door, allowing it to be 
pinched/sucked down. 
ALUMINUM VERSION: Tighten ladder screws until snug. Fully 
tighten bracket set screws. Last, fully tighten ladder screws.

Notice of Disclaimer: NASHFABCO, including its owner and entities are not 
liable for any damages to vehicle that may occur while installing, nor for any physical injuries 
sustained during installation or use of product.


